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]
!

b

T

Sb
®

No moving parts

Low power

Weather proof

Voltage free contacts

Self calibrating

Patented sensor technology
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DESCRIPTION

The Progeny Touch Switch is capable of
detecting near-proximity or touch. It projects
a touch proximity field through the dielectric
of the enclosure. The patented spread-
spectrum charge-transfer technology, coupled
with its ability to self-calibrate, makes this an
entirely new concept.

It is designed specifically for “Request to Exit”
or “Request to Enter Call” applications. The
fully sealed IP66 enclosure makes it suitable
for internal or external use.

MOUNTING

M3.5 mm screws mount these touch switches
to any standard single gang back box.
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DIMENSIONS

(mm)
Switch Plate Style
Mullion Style

SPECIFICATION

Inputs
Supply Voltage

Supply Current

H:90 W:90D: 12

H: 100 W: 50 D: 15

LED and BUZ
9to 14 VDC
15 mA (Standby)

48 mA (Triggered)

Relay Contacts 3A at 30 VDC
INGRESS PROTECTION

Rating IP66

PRODUCT CODES

Description Code
P2 Touch Switch 3810
Touch to Release Switch 3068
Disabled Touch Switch 3069
P2 Touch Switch (Mullion) 3810-Mull
Touch to Release Switch (Mullion) 3068-Mull
Disabled Touch Switch (Mullion) 3069-Mull
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